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TWOSTROKE  
PORTABLES
LIGHTWEIGHT  
PORTABLE POWER
Since 1939 Mercury TwoStroke Outboards have been known for their 
great value, low weight, and the reliable performance you can depend 
on for a brilliant day on the water. The unbeatable combination of high 
displacement and low weight promises gutsy performance with great 
power to weight ratios. Capacitor Discharge Ignition (CDI) provides 
consistent all-round performance throughout the rev range and loop 
charged fuel induction ensures a highly efficient air/fuel ratio for efficiency 
and more power. Whether you’re a fisherman, a yachty or running a 
smaller leisure vessel – Mercury’s range of proven TwoStroke portables 
provide the power to go anywhere and keep on going. 

SUPER

SUPER



Great Reasons to consider a  
Mercury Portable TwoStroke 

EASY TO START 
East to start and great 
performance with Capacitor 
Discharge Ignition (CDI)

QUIETER
Through prop exhaust guarantees 
cleaner, quieter operation  
(on 4 - 50hp models)

PORTABLE
Portable and easy to handle 
with ergonomic and balanced 
carry handles 

Some models not available in all regions.

LIGHTWEIGHT 
Lightweight and with high 
displacement powerheads 
	

SHALLOW WATER
Variable engine trim positions 
for convenient shallow water 
operation 

REVERSE LOCK
Reverse lock safeguards the 
engine from trimming up when 
reverse gear is engaged
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50 LW 40 SUPER 30 LW 25  SEAPRO 15 SUPER 9.9 SUPER 9.9 LW 8 6 5 4 3.3 2.5

PROPSHAFT RATED 
HORSEPOWER 50hp (36.8kW) 40hp (29.4kW) 30hp (22.5kW) 25hp (18.4kW) 15hp (11.4kW) 9.9hp (7.4kW) 9.9hp (7.4kW) 8hp (6kW) 6hp (4.5kW) 5hp (3.7kW) 4hp (3kW) 3.3hp (2.5kW) 2.5hp (1.9kW)

MAX. RPM AT FULL THROTTLE 5000-5700 5000-5700 4750-5500 4750-5500 4750-5500 4500 - 5300 5000-6000 4500-5500 4500-5500 4000-5000 4500-5500 4500-5500 4200-5200

CYLINDERS 3 3 2 2 2 2 2 2 2 1 1 1 1

DISPLACEMENT 42.5 cu in  
(697cc)

42.5 cu in  
(697cc)

26.3 cu in  
(430cc)

26.3 cu in  
(430cc)

17.9 cu in  
(294cc)

15 cu in  
(247 cc)

10.3 cu in  
(169cc)

10.3 cu in  
(169cc)

10.3 cu in  
(169cc)

6.2 cu in  
(102cc)

6.2 cu in  
(102cc)

4.6 cu in  
(74.6cc)

4.6 cu in  
(74.6cc)

BORE/STROKE 68mm x  
64mm

68mm x  
64mm

68mm x  
59mm

68mm x  
59mm

60mm x  
52mm

55 mm x  
52mm

50mm x  
43mm

50mm x 
43mm

50mm x  
43mm

55mm x  
43mm

55mm x  
43mm

47mm x  
43mm

47mm x  
43mm

COOLING SYSTEM Water-cooled,  
w/thermostat 

Water-cooled, 
w/ thermostat

Water-cooled,  
w/ thermostat

Water-cooled  
w/thermostat

Water-cooled,  
w/ thermostat

Water-cooled,  
w/ thermostat

Water-cooled,  
w/ thermostat

Water-cooled,  
w/ thermostat

Water-cooled,  
w/ thermostat

Water- 
cooled

Water- 
cooled

Water- 
cooled

Water- 
cooled

IGNITION Modular CDI Modular CDI Capacitor  
discharge

Capacitor  
discharge

Capacitor  
discharge

Capacitor  
discharge

Capacitor  
discharge

Capacitor  
discharge

Capacitor  
discharge

Capacitor  
discharge

Capacitor  
discharge

Capacitor  
discharge

Capacitor  
discharge

STARTING Manual or  
electric

Manual or  
electric

Manual or  
electric Manual Manual Manual Manual Manual Manual Manual Manual Manual Manual

GEAR RATIO 1.85:1 1.85:1 1.92:1 1.92:1 1.84:1 1.84:1 2.08:1 2.08:1 2.08:1 2.15:1 2.15:1 2.15:1 1.85:1

GEAR SHIFT F-N-R F-N-R F-N-R F-N-R F-N-R F-N-R F-N-R F-N-R F-N-R F-N-R F-N-R F-N F-N

STEERING Tiller -  
side shift

Tiller - side shift 
or Remote

Tiller - side shift 
or Remote

Tiller -  
side shift

Tiller -  
side shift

Tiller -  
side shift

Tiller - side shift 
or Remote

Tiller -  
side shift

Tiller -  
side shift

Tiller -  
side shift

Tiller -  
side shift

Tiller -  
side shift 360º Tiller -360º

ALTERNATOR SYSTEM
Electric:  
Standard 
Manual:  

Optional 11amp

Electric:  
Standard 
Manual:  

Optional 11amp

Electric:  
Standard 
Manual:  

Optional 6amp

Electric:  
Standard 
Manual:  

Optional 6amp

Electric:  
Standard 
Manual:  

Optional 6amp

Optional  
6amp

Optional  
6amp

Optional  
6amp

Optional  
4amp

Optional  
4amp

Optional  
4amp N/A N/A

TRIM POSITIONS Power trim# 
or 4 manual 

Power trim# 
or 4 manual 5 5 6 6 6 with  

ratchet trim 6 6 6 6 4 4

FUEL TANK Separate  
25 litres

Separate  
25 litres

Separate  
25 litres

Separate  
25 litres

Separate  
25 litres

Separate  
25 litres

Separate  
12 litres

Separate  
12 litres

Separate 
12 litres

Integral  
2.5 litres & 

remote  
12 litres

Integral  
2.5 litres  

(remote opt.)
Integral  
1.4 litres

Integral  
1.4 litres

WEIGHT 1 72kg 72kg 52kg 51kg 42kg 41kg 26kg 26kg 26kg 20kg 20kg 13kg 13kg

SHAFT LENGTH 20” (L) 15” (S) 
20” (L)  

15” (S) 
20” (L) 

15” (S) 
20” (L)

15” (S) 
20” (L)

15” (S) 
20” (L)

15” (S)   
20” (L)

15” (S) 
20” (L) 

15” (S) 
20” (L)

15” (S) 
20” (L) 15” (S) 15” (S) 15” (S) 

PROPELLER DRIVE Flo Torq Flo Torq Splined  
rubber hub

Splined  
rubber hub

 Splined  
rubber hub  

Splined  
rubber hub

 Splined  
rubber hub

 Splined  
rubber hub

 Splined  
rubber hub

 Splined  
rubber hub

 Splined  
rubber hub

Shear  
pin

Shear  
pin

PROP SELECTION (PITCH) 3 10”-14” 10”-14” 8”-14” 8” -14” 7”- 9” 6"-11.5" 6.5”- 8.5” 6.5”- 8.5” 6.5”- 8.5” 6”- 8” 6”- 8” 6”- 7” 6”- 7”

INDUCTION SYSTEM Loop-charged  
(3 carb)

Loop-charged  
(3 carb)

Loop-charged  
(1 carb)

Loop-charged  
(1 carb)

Loop-charged  
(1 carb)

Loop-charged  
(1 carb)

Loop-charged  
(1 carb)

Loop-charged  
(1 carb)

Loop-charged  
(1 carb)

Loop-charged  
(1 carb)

Loop-charged  
(1 carb)

Loop-charged  
(1 carb)

Loop-charged  
(1 carb)

OIL INJECTION
Std on electric 

Pre-mix on 
manual

Std on electric 
Pre-mix on 

manual
Pre-mix Pre-mix Pre-mix Pre-mix Pre-mix Pre-mix Pre-mix Pre-mix Pre-mix Pre-mix Pre-mix

Some models not available in all regions.
# Electric Models Only.

MERCURY TWOSTROKE

mercurymarine.com


